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DESIGN AND EXPERIMENTAL INVESTIGATION OF TWO ROTOR
BLADE MODIFICATIONS FOR A HIGH-WEIGHT-FLOW,
LOW-PRESSURE-RATTIO TURBINE®

By Robert R. Nunamaker, Donald A. Petrash
and Charles A. Wasserbauer

SUMMARY

An over-all performance investigation was conducted on a high-
weight-flow, low-pressure-ratio, single-stage turbine for use in a turbo-
jet engine designed for a crulse Mach number of 4.0. As a continuation
of this program, the effect on turbine over-all performance of two rotor
blade modifications was investigated. The purpose of these modifications
was to improve the mechanical characteristics of rotor blades that were
thin in cross section and had a large blade height with a slight taper.
Two rotor blade modifications were investigated. The first incorporated
pinning of adjacent rotor blades in the tip region to link and support -
the rotor assembly mechanically. This turbine had a rating efficiency
of 0.79, which is 0.04 below the design value at the equivalent design
operating point. The equivalent design weight flow was not obtained by -
this rotor configuration. The second rotor blade configuration consisted
of a rotor blade that had been redesigned with a greater consideration
for its mechanical characteristics. This modification had essentially
no detrimental effect on the over-all turbine performance at the eguiva-
lent design operating point. :

INTRODUCTION

The requirements of a turbine for use in a low-pressure-ratio, high-
weight-flow turbojet engine designed for a cruise Mach number of 4.0 have
been investigated at the Lewilis Research Center. The aerodynamic design
method together with the results of a cold-air experimental performance
investigation for an initial turbine configuration is presented in ref-
erence 1. In the design of this turbine configuration, the diffusion of
the suction~surface velocity was kept to a minimum. This turbine, which

*Title, Unclassified.
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will be referred'to herein as configuratibn I, passed equivalent design
weight flow at equivalent design work output and speed. The rating ef-

ficiency at this point was essentially the estimated design value of 0.83.

Rotor blade configuration I had a relatively thin cross section and
a large blade height with a slight taper from hub section to tip section.
In the first design, the emphasis was on desirable aerodynamic character-
istics, whereas the structural properties of the blade were largely ig-
nored. This established an upper limit of aerodynamic performance that
could be expected from thls class of turbine. The combined stresses
that would be obtained in this rotor blade under actual operating condi-
tions in a full-scale turbojet engine were considered dangerously high.
Rotor blade fatigue failure due to vibration could occur in the regions
of the hub section and the long, thin trailing edge near the tip section.
Consideration of the possible fatigue failure caused by vibration at
these critical areas necessitated an investigation of methods to improve
the mechanical characteristics of the rotor blade. In the present re-
port, an investigation of these methods was made to determine what sacri-
fice in performance would be associated with each method.

Two methods of improving the mechanical characteristics were inves-
tigated to determine their individual effect on the turbine over-all per-
formance. The first method consisted of the introduction of 0.120-inch-
diameter stainless-steel pins into the blade flow passage and the linkage
of these pins to adjacent rotor blades, thus supporting each rotor blade
to satisfy structural stability. BHereafter, this rotor blade will be
called rotor blade configuration II. In the second method the rotor
blade was redesigned to include a higher blade camber at the outer radii,
a decreased cross-sectional area at the tip section, and an increase of
the hub-section area, thereby lowering the combined stresses associated
with the rotor blade during operation. This rotor blade will be referred
to as rotor blade configuration ITIT for this investigation.

The purpose of this experimental investigation is to determine the
effect on the turbine aerodynamic over-all performarice characteristics
caused by the modifications to the rotor blades to improve the mechani-
cal properties. All rotor blades used in the cold-air experimental per-
formance investigation were fabricated from aluminum stock. The two
rotor blade configuration designs are described, and their individual ef-
Tects on the turbine over-all performance are presented.

gge-H
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Dtot

cr

SYMBOLS

pressure-surface diffusion parameter,

(blade-inlet relative velocity) - {min. blade surface relative velocity)

{blade-inlet relative velocity) ,

suction-surface diffusion parameter,

{max. blade surface relastive velocity) - (blade-outlet relative velocity)

(max. blade surface relative velocity)

sum of suction- and pressure-surface diffusion parameters,
D, + D

b
specific work output (based on measured torque), Btu/lb
gravitational constant, 32.17 f’s/sec2
rotational speed, rpm
absolute pressure, lb/sq £t
radius, ft
absolute temperature, °R

blade velocity, f£t/sec

critical velocity at NASA standard sea-level temperature of
518.7° R

relative gas velocity, ft/sec
weight flow, lb/sec
ratio of specific heats

ratio of inlet total pressure to NASA standard sea—level
pressure of 2116 1b/sq ft




[ ]
-1
, (I+l)
2
€ function of y, -5k =
T Ts1
Tgp™t
(Ysl + l)
1 aerodynamic efficiency, ratio of actual turbine work (based

on torque measurements) to ideal turbine work (based on
exit total pressure pé)

Ny rating efficiency, ratio of actual turbine work (based on
torque measurements) to ideal turbine work (based on exit
total pressure pé %

J

ecr squared ratio of critical velocity to criticalovelocity at
NASA standard sea-level temperature of 518.7° R

o blade solidity based on axial chord

Subscripts: -

P pressure surface

8 suction surface

sl NASA standard sea-level conditions

% tip

tot total

X axial

0,1,2,3 measuring stations, see fig. 2

Superscript:

' total or stagnation state

8¢~



)
“w @ =
& aw

B ew e
B EeER

APPARATUS AND PROCEDURE
Test Installation and Instrumentation

The experimental test installation of the turbine is shown in fig-
ure 1. This test faclility is the same as the one used to experimentally
investigate the turbine with rotor blade configuration I, which is de-
scribed in detail in reference 1.

The instrumentation used for the over-all performance evaluation of
the turbine 1s identical to the instrumentation used in reference 1. A
schematic diagram of the experimental setup and the measuring stations
is shown in figure 2.

Experimental Procedure

The turbine was operated with a measured inlet total pressure of
approximately 40 inches of mercury absolute and a nominal inlet total
temperature Tj of 540° R. Turbine rotative speeds of 60 to 120 per-~
cent equivalent design speed in 10-percent increments were used over a
range of rating pressure ratio Pi/Pé,x from 1.3 to 1.75.

The operatiﬁg conditions, facility instrumentation, and experimental
data reduction methods used to investigate these turbines experimentally
are ildentical to those described in reference 1.

TURBINE DESIGN

It was desired to design a turbine having high weight flow per unit
frontal area with relatively low specific work output while, at the saue
time, maintaining good aeredynamic efficiency and good structural
characteristics.

The cold-air-model single-stage turbine used in this investigation
is 16 inches in diameter and has a constant hub-tip radius ratio of 0.53.
The over-all design requirements for the turbine are as follows:

Equivalent specific work output, E/ecr, Btu/lb S 41
w~/Ocrp
Equivalent weight flow, —=— ¢, Ibfsec « « . & . v o . . . . . . 28.09

Equivalent Pblade tip speed, Uf/q/ecr, ft/sec e e+ s s e o s « « .« . 520




The velocity diagrams used in the design of the turbines for this
investigation are the same as those presented in figure 1 of reference 1.
The stator blade used with configuration I (ref. 1) was also used with
configurations IT and III in the present turbine investigation. The
rotor blade design of configuration I was considered undesirsble from
the standpoint of mechanical stresses. In the region of the tip, the
blade had a long thin straight trailing edge which would be subject to
vibrational fatigue failure. The combined centrifugal and bending
stresses at the hub section of this blade, which hag relatively little
taper, were also quite high. Two methods are considered in the present
study to alleviate these mechanical-stress problems. The first method
is a modification in which pins were used to link adjacent blades of
rotor blade configuration I together in order to dampen any vibration of
the blades. The second method for improving the mechanical character-.
istics of the blades is to redesign them by adding curvature near the
trailing edge in the region of the tip, which would thus stiffen this
section. The thickness of the blade profile was increased at the hub
section and decreased at the tip section, which gave the blade a greater
hub- to tip-section-area ratio and improved the centrifugsl stress
characteristics.

Description of Rotor Blade for Configuration II

The rotor blade configuration II assembly is shown in figures 3 and
4. The pins that mechanically linked adjacent blades were 0.120-inch
stainless-steel tubing cut to lengths of approximately 1 inch. These
pins were sealed to prevent any crossflow through the pins.

As shown in the figures, the pins were located near the throat of
the rotor blade at three-fourths the blade height in order to dampen
blade vibration by supporiing the long thin trailing edge in the region
of the tip section. For maximum damping the pins should have been lo-
cated as near the tip section as possible; however, to satisfy stress
considerations the three-fourths blade height location was chosen. The
pins, when in position, extended through the blade. This allowed them
to be held in position by snap rings that were fitted on the pin body
and pushed snugly against the blade surface. Although constant-diameter
pins of this type would be unsuitable for use .in a full-scale high-
temperature turbine, the approximate aerodynamic blockage that would be

caused by proposed pins for an actual turbine was scaled so. that the ef- .

fect on the aerodynamic performance could. be determlned in the cold-air-
model,turblne 1nvestigatlon. -

Since rotor blade configuration II is a modification of configura- :
tion I, the values of suction- and pressure-surface diffusion remain un-
changed for the basic rotor blade. No attempt was made to estimabe the
diffusion parameters for the complex surface flow patterns set up from

8eZ-H



the addition of the pins. The coordinates of the blade hub, mean, and
tip sections for this rotor blade are shown in table II(b) of reference 1.

Rotor Blade Design for Configuration IIT

The design procedure for rotor blade configuration III differed
from the design procedure used for rotor blade configuration I, in that
greater consideration was provided for the mechanical stresses and vi-
brational characteristics of the rotor blade. Rotor hlade configuration
I1I is shown in figure 4.

Curvature of the blade mean camber line in the region of the trail-
ing edge was introduced, thereby stiffening the rotor blade. The turn-
ing downstream of the throat was approximately 60, 3°, and 0° at the tip,
mean, and hub sections, respectively. The change in the blade sections
is illustrated in figure 5 where the hub, mean, and tip sections of rotor
blade configuration III are superimposed over the similar sections of
rotor blade configuration I.

The tip-section area of rotor blade configuration IIT was reduced,
and the hub-section area was increased to reduce the centrifugal stresses
at the hub of the blade. The hub- to tip-section-area ratio for rotor
blade configuration I was approximately 1.8 to 1. The similar ratio for
rotor blade configuration IIT was approximately 3.0 to 1.

The results obtained in references 2 and 3 indicate that low
suction-surface diffusion is desirable for minimum over-all losses
through a turbine-rotor blade row. Therefore, because it was desired to
maintain zero suction-surface diffusion, when the rotor blade profiles
were changed, the pressure-surface diffusion was increased as shown in
table I. This table also compares the values for the hub, mean, and tip
sections of rotor blade configuration ITII with those for rotor blade
configuration I. As shown in table I, the suction-surface diffusion
values remained essentially unchanged during the redesign process.

The velocity distribution on the midchannel line and the blade sur-
faces at the hub, mean, and tip sections for blade configuration III are
presented 1n figure 6. The coordinates of the blade hub, mean, and tip
sections for this rotor blade are shown in table II. The final blade
shape was obtained by stacking the hub-, mean-, and tip-section profiles
so that the centers of gravity at the three sections were on a radiasl
line in order to reduce the coumbined stresses.




RESULTS AND DISCUSSION

The over-all turbine performance obtained with rotor blade configu-
rations II and IIT is individually presented. These results are then
compared with those obtalned with configuration I, the rotor designed
for optimum aerodynamic performance.

Performance of Rotor Blade Configuration II

The over-all performance of the turbine for this configuration is
presented in figure 7(a) where equivalent work output is plotted against

the weight-flow parameter g%% € for constant values of equivalent

speed and rating pressure ratio pl/p3 < Contours of constant rating

efficiency 1n, based on the rating pressure ratio pl/p3 x Bare shown.

At equivalent design work output and speed, an efficiency of 0.79
was obbtalned. This corresponded to a rating pressure ratio of 1.6. A
maximum value of efficiency of 0.83 was obtalned at low pressure ratilos
near design speed.

In order to present a more complete evaluation of the turbine per-
formance, a performance map with the efficiencies of the turbine based
on the over-all pressure ratio pi/pé is presented in figure 7(b).

At equivalent design work output and speed, an aerodynamic effi-
clency of 0.81 is cobtained at a pressure ratio pi/pé of 1.57. This
efficiency is 0.02 higher than the rating efficiency based on the rating
pressure ratio pi/pé x* This difference in efficiency indicates the

loss in energy caused by the tangential velocity component at the tur-
bine exit. ;

The varlation of equivalent weight flow with rating pressure ratio
for the equivalent speeds investigated is shown in figure 8(a). The
value for equivalent design weight flow is indicated. At equivalent de-
sign speed and a rating pressure ratio of 1.59 corresponding to equiva-
lent design work, the measured turbine weight flow was about 1 percent
below the design value. Choking weight flow was cobtained above a rating
total-pressure ratio of 1.65 for the 60 and 70 percent design rotor
speeds investigated only. At the rating total-pressure ratio of 1.73,
the highest pressure ratio investigated, choking weight flow was very
nearly obtained for the remaining speeds. In figure 8(a) the value of
choking weight flow remains constant for the 60 and 70 percent design
rotor speeds, which indicates that the stator choked for these speeds
prior to the rotor and controlled the weight flow passed by the turbine.
At turbine rotor speeds greater than the low rotor speeds, the value of
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choking weight flow decreases, which indicates that the rotor blade row
chokes initially and limits the turbine weight flow.

The variation of equivalent torque with rating pressure ratio for
the equivalent speeds investigated is shown in figure 8(a). Pressure
ratios across the turbine great enough to achieve limiting loading were
not obtaingble. Limiting loading for any given speed is defined as the
point at which a further increase in pressure ratio does not produce an
increase in tordque.

Performance of Rotor Blade Configuration III

The performance of this turbine, presented in figure 9, was limited
to equivalent design speed for a varilation of rating total-pressure
ratios due to a rotor blade fatigue failure during the experimental in-
vestigation. The fact that this rotor blade did fail during the experi-
mental investigation was attributed to the characteristics of the test
facility. The rotor blades were fabricated from aluminum stock which
did not give the blades the proper structural stability when the unfa-
vorable test condition was encountered. However, because it is the ef-
fect on aerodynamic performance and not the stability of the scaled model
in a cold-air test that is important for this investigation, the limited
performance datsg are presented herein.

Only five experimental points were obtained. Figure ¢ shows the
variation of rating efficiency Ty with equivalent turbine work output
for equivalent design speed only. In addition, similar curves for rotor
blade configurations I and II are shown for comparison and will be dis-
cussed later.

At equivalent design work outpubt and speed, a rating efficiency of
0.825 was obtained. This corresponded to a rating pressure ratio of
slightly greater than 1.55. A meximum value of 0.847 was obtained at a
low pressure ratio of 1.34 at design speed.

At equivalent design work output and speed, an aerodynamic effi-
ciency of 0.828 was obtained at a total-pressure ratio pi/pé of 1.55.

This efficiency is 0.003 higher than the efficiency based on the rating
pressure ratio pi/pé %2 which indicates that the exit tangential veloc-
Ed -

ity component is negligible.

The variation of equivalent weight flow with rating pressure ratio
for equivalent design speed is shown in figure 9. At equivalent design
speed and a rating pressure ratio of 1.55 corresponding to equivalent
design and work output, the measured turbine weight flow was slightly
higher than the design value. No presentation can be given concerning
choking weight flow for this rotor blade because of the limited amount
of data that was obbtained.
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The variastion of equivalent torque with rating pressure ratic for
design speed 1s shown in figure 9. A pressure ratio across the turbine
great enough to achieve limiting loading was not obtainable.

Effect of Rotor Blade Modifications on Turbine Performance

The rating efficiency at design blade speed for the three configu-
rations over a range of work output is compared in figure 9.

The rating efficlency at equivalent deslign work output and speed
for rotor blade configuration II of 0.79 represents a decrease of 0.04
from rotor blade configuration I (fig. 9). The turbine weight flow for
rotor blade configuration II was approximately 1 percent below the de-
sign value which was obtalned by the aerodynamically designed rotor blade
of configuration I. The pins used to support the rotor blades mechani-
cally produced an alr blockage within the blade flow passage. This flow
blockage produced losses that account for the reduced efficlency and
weight flow.

The rating efficiency for rotor blade configuration III shows essen-
tially no change in efficiency from rotor blade configuration I (fig. 9).
The turbine weight flow of this configuration did reach the design equiv-
alent value as did the turbine weight flow for rotor blade configuration
I. The fact that this rotor blade configuration falled during the ex-
perimental investigation was attributed to characteristics of the test
facility and stress concentrations near the base of the aluminum blades.

SUMMARY OF RESULTS

The following results were obtained from an experimental investi-
gation of two rotor blade configurations for a high-weight-flow, low-
pressure-ratio, single-stage turbine. The turbine was operated over a
range of equi-ralent speed and pressure ratio at inlet conditions of 40
inches of mercury absolute and 80° F.

The use of pins between adjacent rotor blades to dampen stresses
due to vibration caused a considerable change in the turbine over-all
performance from that previously obtalned for an aerodynamically designed
rotor blade. At the design operating conditions the rating efficiency
was decreased 0.04, and the turbine weight flow was decressed approxi-
mately 1 percent.

The performance of the redesigned rotor blade in which the blades
were tapered to reduce centrifugal stresses at the hub was essentially

8g2-u
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the same as the aerodynamically designed rotor blade. At the design
. operating conditions the rating efficiency was the design value, and the
design weight flow was obtained.

Lewis Research Center
Wational Aeronautics and Space Administration
Cleveland, Ohio, January 16, 1959

P

REFERENCES

1. Petrash, Donald A., Nunamaker, Robert R., and Wasserbauer, Charles A.:
Design and Experimental Investigation of a High-Weight-Flow Low-
Pressure-Ratio Turbine. NASA TM X-6, 1959.

2. Nusbaum, William J., Wasserbauer, Charles A., and Hauser, Cavour H.:
Fxperimental Investigation of a High Subsonic Mach Number Turbine

Having a 40-Blade Rotor with Zero Suction-Surface Diffusion. NACA
RM E57J22, 1958,

3. Nusbaum, William J., and Wasserbauer, Charles A.: Experimental In-
vestigation of a High Subsonic Mach Number Turbine Having a 32-Blade
Rotor with-Low Suction-Surface Diffusion. NASA MEMO 10-2-58E, 1958.




12

TABLE I. -~ SURFACE DIFFUSION AND SOLIDITY PARAMETERS
FOR ROTOR BLADES
Rotor Section Blade surface Solidity,
blade ‘ diffusion parameter o
Suction Pressure | D
tot
surface, |surface,
Dg Dp
Configuration Hub 0 0. 50 0. 50 2e 7L
I Mean 0. 10 0.43 0.53 . 1l.59
(ref. 1) Tip 0 0.22 |o0.22 0. 99
Hub 0 0.84 0. 84 2. 71
Confiiﬁation Mean 0.10 0.57 | 0.67 1.59
Tip 0 0.50 0. 50 0.99

e a
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TABLE II. - ROTOR BLADE CONFIGURATTON IIT SECTION COORDINATES

0.012"
Rad.
i /
— Parallel to axis
of rotation
X, Hub Mean Tip
o 6 = -590' 6 = 13°46' 8 = 34010
r/r, = 0.533 r/r, = 0.766 rfr, = 1.000
Y, ine | Y, dne | Y, dne (Y, dine (Y, in. YU, in.
0.000 | 0.012 0.012 0.012 0.012 0.012 0.012
.100 . 060 123 |  .051 .102 . 025 . 065
.200 | .123 . 213 . 099 .173 . 045 . 092
2300 | 175 . 236 . 133 .216 . 056 .104
. 400 .214 340 .155 . 235 . 061 .107
. 500 . 239 373 .162 . 235 . 059 .101
. 600 . 252 . 385 .158 .219 . 054 . 090
.700 | .252 <376 L141 .189 . 044 077
.800 | .241 .347 .115 .152 . 032 - 062
.900 . 217 «300 . 080 L1111 . OL7 . 045
1.000 | 179 . 242 . 040 .068 ——— p—
1.034 ———— S— ——— —— .012 .012
1.100 | .128 .171 ——— ——— —— ——
1.106 ——— —— .012 .012 —— ———
1.200 | .066 . 098 —— e ———- -——
1.306 | .012 .012 ——— ——— ——-- ——
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Exhaust
Stator plenum
‘:
: Inlet plenum \ /rRotor
Station 0 1 2 3
, Note: Measuring station 3
B is located 2.7 rotor blade
chords downstream of turbine
exit
Station O 1
2 3
. Static pressure

Total temperature
B = Probe actuator

Figure 2. - Schematic diagram of turbine showing instrumentation.
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Figure 4. - Rotor blade configuration III.

P



Blade
setting
Configuration I . angle,
- — = = Contiguration ITI : .6
deg

Mean

19

¢

Figure 5. - Profile comparison between rotor blade configurations I and

III.
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Figure 6. - Design rotor blade midchamnnel and surface velocity dis-

tribution at hub, mean, and tip sections as a funection of axial
Rotor blade configuration III.

location.

~ar e



2l

*II UOT3RANITJUOD 9PBTY Jd030d4 YJTM 9UTQIng Jo dousmdojasd TTe-d8A0 - *L oaniTd

*spseq AousoTyye 3utiey (e)

mﬁowmv\?mﬁinﬁv €3 .@mm faagaueaed MOTJI~-3u3ToM
00ec¥ 000% 008¢ 009¢ 00%¢ ooee 000¢% 0082 0092 00%2 00ege 0002 oomm.ﬂ
T ] T T 1 _
P I ‘ Xy ‘RousToryie Furaey | 3
7.0 X mm\.__un o u TOTJ < 8L 9L v
[ sanssead-Tej309 ' T e ‘MN..
3urgea TTB-I8A0 = — NJ \ ’ L =
Ge*T - c8" <f VA}V \ kl\ L el _._m.
P——) 4 -
s ¢ 8" <
P A R VB 2= e :
.y % Vol / s ] = ] 5
\r [ 1/ A A oz \\N\ s
i — e e =] 0T ©
ST U 7 — L \ v 2
. freere"3
vy \ J‘ \\\\ RH\u ] — &% \\M“om 2
_ F = /-1 = =T A 7 g
R 2 — P — X a7 =l e S
| / o T 5
¥ =
b ' P — \%\ o8 &
\\“\ —‘. .
ow.N \ ] ﬂ\ 06| °* ugtsep qusoasd ‘H
1¥ | et ﬂb_.
‘8L £ ﬂm 00T /l T n.Hom )\\Z ‘psads i M.....
0gT OTT AIOM puE pods Jo30d quaTeaTnby V
udTesp QusTeATNDT o
T
91
’ * # 2 3 kS 3

8¢Z~H



HT. Nmm ] 1 “ 3

+IT UOTABMBTIUOO SPBTA 40304 UGTM SUTGang Jo souemtoJaad TTB-J9AQ "PSPNTOUC) - *L 8an3Td

*STSBq £ousToTIJo oTweUApOJSY (a)

mﬁommv\?whini 3 mmum ¢asgeueaed MOTJ~3UBToM s ) B e " B
002¥, 000%. 008% 009¢ 007%¢ 00ce 000¢ 0082 008¢ - 00%2 coge 0002 : OOWH
. ’ U ‘AousIoTJi® oTweuLpOJsY . i
. , _ T o d-08" 8L :
AN - T

g8’ ; anve’al Ve k g
= 3 \\\ln//<\\ ) v \\ \ i \ ihu\“ ; .m m.
e T o —t . - £
/ = : . . T 5
L] « -
/[ \\ / 7 | mg\.._mg, 5
e 'P/ W/ /. kﬁ‘\ s - ‘oraeal
, i " eanssead | =
N \\ p | . \\ 1309 fot .M.

4 ; = |, ! TTB-a940 |
g* = > Y\ - .m,
5 / 7 1T Z | A 2T -
o - 5 A =
9'1 P s : \ 3 S
/ —— 4 L :
esene I — 06 L0 &
. o 8 08 T — / _
2 e 27T 00T b1 &
ZASRS et AL \_3aom pue poeds S
N s ; ugtsep jueoasd ugTsep JuUeTRATNDI =

¢I0g NM/N fpoads w
J030Jd QUaTRATNDH
| _ _ , o1

a2z



Ny
N

*TT UOTIBINBTIUOCD apPeTd J030Y *pesads J0301
QUSTeATNDS 4UBL8UOD JO genTBA JOJ OT3BI aJnssaid-Te30% BUTyed UJTH
onbaoq queteATnDs pus MOTIF FUSTeM JusTeATnDS JO UOTQBRTIBRA -~ '8 oIn3TJd
*MOTJ AUSTeom jusTeATnby (e)

“ , .
x mm\ﬂm forqea eamssaad-TB207 SUTYIBI TTE-JI9A0

81 L°T 9°T ST 7T ¢ T 2°1T
, T Y S2
02T v
OTT A e
00T >3 e}
c
06 q e
08 <o L,
oL O 92 o
09 0 o+
3
u8Tsep usogad &
‘oM/n ‘peads =
J090J qusTBATNDH
: )
L3Z o
(o]
E
=
(o4
)
£
|82 »
udTse(q 3
0
[}
Q
62

Q7 ~H




24

wvi

- o
A
T e

400 }‘/L/ ,,<>/ af
O//;r/z ;/ <
250 ﬁ/cr/a / // N
Vo e T
Y AN AT

A

[\V)
1
O

O CP\\
~\

Equivalent torque, %s, ft-1b
o
o
S

PaN

v

Equivalent rotor

speed, N/A/6,

RN

200

percent design

60
70

/1)
P

¥/
/

80
90
100

150

7 110

120

pPdAYO OO0

100

1.2

1.3 1.4 1.5 1.6 1.7 i.8
Over-all rating total-pressure ratio, p]‘_/pé ”
b

(b) Equivalent torque.
Figure 8. - Concluded. Variation of equivalent weight flow and

equivalent torque with rating total-pressure ratio for values
of constant equivalent rotor speed. Rotor blade configuration IT.
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Figure 9. - Performance of turbine with rotor blade configura-
tion ITI. A comparison with rotor blade configurations I
and II rating efficiencies is shown. Equivalent design
speed.
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